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Introduction. Methods of energy saving in pneumatic drive are 
considered. The method of braking by creating back pressure 
in the exhaust cavity of the pneumatic actuator is of interest. 
Under braking, the compressed air energy is stored in the 
recuperative volume. It is possible to control the braking 
dynamics through setting the initial parameters of the 
recuperative volume. The work objective is to create a 
mathematical model describing the dynamic processes taking 
place in the pneumatic drive under braking by backpressure, 
with a constant mass enclosed in the cavities of the air motor, 
and considering variation of the initial parameters of the 
braking volume. 

Materials and Methods. A mathematical model is proposed 
that describes the speed change of the output link, pressures 
and temperatures in the cavities of the pneumatic drive 
depending on the initial parameters of the recuperative 
volume. The solution to the mathematical model is carried out 
by the numerical integration method. 

Research Results. The dependences of the output link velocity, 
pressures and temperatures in the pneumatic drive cavities on 
the initial parameters of the recuperative volume are obtained. 
Adequacy of the built mathematical model is confirmed by 
Fisher's criterion. 

Discussions and Conclusions. The results obtained can be 
used to solve the problems of energy saving in pneumatic 
drives under the organization of backpressure braking. The use 
of recuperative volume increases the technological flexibility 
of the drive during its readjustment and extends the 
possibilities of energy saving. 
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PaOota BbIMNOJHeHa B paMKax HHUUMaTHBHOM HUMP. 


Beedenue. PaccmMotpeubi ciocoObl 3sHeprocbepexeHHa B 
MMHeBMaTHYecKoM pHBoye. Mutrepec mpeyctapiaet crocoé 
TOPMOXKeHHA CO3JaHHeM MPOTHBOaBICHHA B  BbIXJIOMNHOM 
mouocTH WHeBMoupHBoya. Ip sToM 9sHeprua cxKaTOrO 
BO3yxa HaKallIMBaeTCA B peKyMepaTHBHOM OObeMe. 3aqaBaa 
HavasIbHble WapaMeTpbI peKyMepaTHBHOTO OOBEMAa, BO3MO7KHO 
ynpaBlaTb JMHaMMKOl TopMoxeHua. Lem padoTsr — 
co3qaHve  MaTemaTw4ecKOli MOJeJIH,  ONMCbIBaLOLIel 
WMHaMHU4eCKHe TIpOLecchl, UPOMCXOALIMe B WHeBMaTH4eCKOM 
mpHBoyze pH TOpMOxeHHH  [MpOTHBOaBIeHHeM, Cc 
MOCTOAHHOM = =Macco,  3aKJIIOUCHHOrO) B  MOJIOCTAX 
MIH€BMOJBHTaTeid BO3yXa, HW C y4eTOM H3MeHeHHA 
HaUasIbHBIX TapaMeTPOB TOPMO3HOTO OOBema. 

Mamepuaasi u memoovi. Upennoxena MaTemaTuyeckas 
MOJellb, OMMCbIBaKOWad M3MeCHeCHHe CKOpOCTH J{BHKeCHHA 
BBIXOJHOrO 3BeHa, aBsieHHi WM TeMUlepatyp B MOJOCTAX 
MIHEBMOMPHBOa B 3aBHCHMOCTH OT HauaJIbHbIX TapaMeTpoB 


pekynepatuBHoro oObema. PemleHwe MaTemaTHYecKol 
Moj{euIH OCYICCTBILAIOCh Me€TOJIOM YHCJICHHOrO 
MHTerpHpoBaHHa. 

Pezyiesmamet —ucciedoeanua. Ilomyaenbl 3aBHCHMOCTH 


CKOpOCTH BBbIXOJHOTO 3BeHa, WaBsIeHHH WM TemMMepaTyp B 
TIOMOCTAX MHEBMOINpHBOa OT HayasIbHbIX TapaMeTpoB 
pekylepaTuBHoro oObema. AyeKBaTHOCTb ouly4YeHHO! 
MaTeMaTHYecKOH MOeH MOATBepKyeHa MO KpHTepHto 
@Mututepa. 

O6cyacdenua u 3axouenua. LlomryaeHHble pe3yIbTaTbl MOryT 
ObITh MONe3HbI WIA pellieHHa 3afad 3HeprocOepexeHHA B 
TIH€BMOTIPHBO ax Tipu opraHv3alyHu TOPMOx%KeHHA 
TIpoTuBosjapienvem. I]pumMeHeHue pekynepaTHBHoro oObeMa 
TIOBbIMaeT TeXHOOrMyecky¥O THOKOCTbh MpHBoa MpH ero 


TlepenaslaatkKe UW paciwupxAeT BOSMOXKHOCTH 3HeprocbepexeHHua. 


Kvroveevie cioea: WHesMaTw4ecKHii WpHBO, pekynepays, 
gHeprocbepexeHne, TIpOTHBOAaBJIeHHe, TOPMOxKeHHe, 
pekylepaTHBHBIii oObeM. 
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Introduction. Pneumatic drives are widely used for automation and mechanization of secondary processes. 
Energy consumption of the pneumatic equipment may be more than 20% of the total consumption of the enterprise. 
Therefore, the issues of energy saving in pneumatic drives are urgent problems [1-3]. Such features as compressibility of 
the working environment and inertia of the output links impede shockless braking, complicate the control and drive 
design [1, 3, and 4]. It is possible to control the law of pneumatic actuator braking both by affecting a regulator device 
[1, 2, 5, and 6] and by selecting the most useful technique of braking [7—9]. 

These above features enable to use compressed air as a brake damper and to accumulate braking energy, which 
is effectively implemented under braking the pneumatic actuator through back pressure [7]. While changing the switch 
coordinate for braking, pressure in the brake and injection cavities, connecting additional volume to the exhaust cavity, 
it is possible not only to provide shockless braking, but also to recuperate the energy of compressed air under braking [2, 
7, and 10]. 

By setting the initial parameters of the regenerative volume, it is possible to affect the braking and energy-speed 
parameters of the pneumatic drive. However, this issue is not adequately investigated. 

Research objective is to create a mathematical model describing the dynamic processes occurring in the 
pneumatic drive under braking by backpressure, with a constant mass enclosed in the cavities of the air motor, and 
considering variation of the initial parameters of the braking volume. 

Problem Statement. It is required to describe mathematically the dependence of the dynamic characteristics of 
a pneumatic drive under backpressure braking on the initial parameters of the regenerative volume. 

Mathematical Dependences. Consider the backpressure braking by complete overlapping of the pump and 
exhaust lines. The disadvantage of this method is that when you change the working movement and the external load on 
the output link, you have to re-set the braking actuation coordinate. An alternative is the connection of a regenerative 
volume to the brake cavity of the pneumatic motor upon braking. It is possible to affect the final pressure in the brake 
volume and the braking path of the output link of a pneumatic drive by setting its initial parameters before braking [8]. 

The following assumptions were made for a mathematical description of the gas-dynamic processes occurring 
in the cavities of the pneumatic drive [10, 12]: pressure in the lines is assumed constant; thermodynamic processes 
occurring in the cavities of the pneumatic actuator are considered adiabatic; the working medium in the cavities of the 
pneumatic drive compressed under braking is taken as an ideal gas. 

The backpressure braking is based on the principle of creating a resistance force to the movement of the output 
link of an air motor. This is achieved by partial or complete overlapping of the pump and exhaust channels. Complete 
overlap is more efficient because there is no release of pneumatic air from the brake cavity. The dynamics of the 
pneumatic drive before braking is determined by a known system of equations that considers the subcritical and over- 
critical discharge regimes [10]. 

The pneumatic drive parameters are shown in Fig. 1. The working medium parameters are identified as follows: 
Vi» Pw T,, are volume, pressure, and temperature of the air compressed in the channel, respectively; V,,, p,, T,, are 
volume, pressure, and temperature of the air compressed in the head end of the air motor; V,,, p,,, T,, are volume, 
pressure, and temperature of the air compressed in the rod or head end of the air engine; Vpo., Ppex» Tex are volume, 
pressure, and temperature of the air compressed in the regenerative volume; Vam, Pam, Tam ate volume, pressure, and 
temperature of the free air. The air motor geometrics have the following identifiers: F',, F’,, are head and rod useful areas 
of the air motor; f,,, f, are passage areas of the pump and exhaust lines respectively; x, Xn, Xo. are the coordinates of the 
current displacement, constant head and rod “passive” volumes, respectively; s is maximum driving stroke; P is 


workload. 
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Fig. 1. Pneumatic drive parameters under braking by backpressure in recuperative volume 


Under braking, there is a constant amount of the compressed air in the cavities of the pneumatic engine. We 
consider that heat exchange with the environment is insignificant, therefore, we regard the thermodynamic process to be 
adiabatic, with the adiabatic index k = /.4 [10]. For braking, the control valve spool will switch to the neutral position 
and overlap the pump and exhaust lines (/,,=0, f,=0). The switching time of the valve spool is not taken into account, the 
discharge and exhaust channels are overlapped simultaneously. The connection of the recuperative volume with the rod 
end of the air motor is considered instantaneous. 

Considering the data of the assumptions of the cavity, the working medium pressure in the head end of the air 
motor will be presented in the following form: 

Pa=(nm/Vr)™ Pam: (1.1) 
where p,,, Pym are current and initial pressure at the time of switching to braking in the head end of the air motor; v,,, Vim 
are current and initial specific volumes of the head end of the air motor; k is adiabatic index. 
Reduce equation (1.1) dividing it by the area of the air motor piston: 
Pu=(&ontXnV on tX))" Pam, (1.2) 
where Xon, Xm, X are coordinates: original, brake actuation, and current position of air motor piston, respectively. 

At the moment of shifting the distributor on braking, the regenerative and braking volumes are combined; in 

this case the compressed air parameters will be determined by the following system (1.3): 


% yh Za (1.3.1) 
(1.3) wm wm 1 
P nex Y peK ae as 


where Vium, Vpex ate specific volumes of the air compressed at the start of braking in the rod end and in the regenerative 
air volume; v;, v2 are “conditional” specific air volumes in the rod end and in the recuperative air volume; Pym, Ppex» P 
are pressures of the air compressed at the start of braking in the rod end, recuperative volume, and in the “combined” 
volume, respectively. 

We express v;, v2 specific volumes in the system of equations (1.3): 
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where Vium, Vex, are rod and recuperative volumes, respectively, at the time of the start of braking; V;, Vz are 
rod and recuperative volumes connected to the “combined” volume; myn, Mpex are air Mass compressed in the rod and 
recuperative volume at the time of the start of braking; p is pressure in the “combined” volume. 

To determine pressure in the “combined” volume, we sum up the equations (1.4.1) and (1.4.2): 





k 
1 1 
a k 
ar (Pum) . peK (Pex 
p= rar ; (1.5) 
| ae 











“Vv a pee 
pveRT ST =o =f. 7 7 (1.6) 
wm peK 
v Vv 
wm —peK 


where 7'is temperature of the air compressed under braking in the “combined” air volume; R is absolute gas constant. 
The final dependence of the air temperature in the brake chamber of the pneumatic actuator on the initial 
parameters of the regenerative volume will be obtained through determining the values of specific volumes in the 
equation (1.6) and reducing it to the area of the rod end of the pneumatic motor: 
um peK 
T=p-(s+Xo,,+h — -x) E )) (7) 


eK (stx, —-x):-T. +p +h -‘T  -p 
P Om pek “um pex peK 





where /,.,, is reduced to the rod area of the air motor, recuperative volume; 7, Tym, Tex are absolute temperatures in the 
“combined”, rod and recuperative volumes, respectively. 
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The air motor piston movement is described by the equation (1.8.1). The general system of equations for the 
braking process of a pneumatic device will have the form (1.8). 

Here: m is mass of the working body reduced to the air motor rod; 7,, is absolute air temperature in the pump 
line; T,,,, 1s initial value of the air temperature in the head end of the air motor at the time of shifting to braking. 
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The equations (1.8.2) and (1.8.3) describe the pressure variation, and the equations (1.8.4) and (1.8.5) describe 
the temperature change in the piston and brake chambers of the air motor, respectively. 

The simultaneous solution of the system of equations describing the braking dynamics of the pneumatic 
actuator (1.8) and its acceleration by Runge-Kutta numerical quadrature method [14] enables to study the dependence of 
the dynamic characteristics of the pneumatic actuator on the initial parameters of the regenerative volume. The bench 
assessment of the characteristic coincidence of theoretical and practical dependences showed satisfactory convergence 
[13], which allowed us to test the adequacy of the obtained mathematical model upon the Fisher’s variance ratio. For 
this purpose, a two-factor experiment was conducted. The initial pressure and the value of the regenerative volume were 
chosen as independent factors. The factors changed according to three levels of variation, which allowed the use of nine 
combinations of the factors with three-time replication of each experiment. 

The mathematical model is adequate to the practical results obtained through the experimental verification, 
since the calculated value of the Fisher’s criterion is 2.67, which is less than the tabulated one (2.7) [15]. 

The results obtained have enabled to proceed to a computational experiment, which will allow us to determine 
rational combinations of the initial parameters of the regenerative volume for the given law of pneumatic actuator 
braking and for maintaining high-speed parameters. 

Conclusions: 

1. A mathematical model that adequately describes the dynamic processes taking place in the pneumatic drive 
chambers under backpressure braking with accumulation of the compressed air energy into the recuperative volume is 
developed. 

2. Mathematical dependences of the pneumatic drive parameters on the initial parameters of the regenerative 
volume under backpressure braking are obtained. 
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